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General Information  
The DAPSHDMI-1 is a HDMI Splitter which takes a 2 HDMI sources, and splits 
and amplifies each to 4 outputs. 

Front View  

 

Additional Information  

The DAPSHDMI-1 is a splitter that is designed to interface with products that use 
HDMI (High-Definition Multimedia Interface) video output. Products that can 
interface with the splitter include Blu-Ray DVD players or Playstation 3. The 
DAPSHDMI-1 can extend the distance between the video source and the 
monitor. 

Additionally, the DAPSHDMI-1 is fully compliant with HDCP specifications, 
ensuring that High-Definition content is viewable at its native resolution. 

The DAPSHDMI-1 is made of all metal components. DO-160E testing has been 
completed and is available upon request. 
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Specifications  

Video Input  2 x HDMI  

Video Output  4 Channels per Input  

Maximum Resolution  1080p 

Dimensions 9.50óx 5.15ó x 1.595ó 

Weight  1 lbs 9 oz 

Power 28VDC @ 2.0 Amps 

Mounting Points  8 Points on Flange 

Materials Aluminum  

DO-160E Section 21 Category B 
 

Installation Instructions  
All cabin entertainment equipment, such as the DAPSHDMI-1, should be 
installed on a non-essential bus and have a dedicated circuit breaker. It is a 
requirement that a switch be installed so that the pilot can de-energize the 
system should it become necessary. 

There are four mounting slots located on the side of the DAPSHDMI-1 for 
horizontal mounting and four slots on the end for vertical mounting. This unit can 
be mounted in any orientation.  Care should be given to make sure the DB & 
HDMI connectors are firmly seated in the VGA inputs and outputs and that the 
aircraft wire bundle will not shift and pull the plugs away from the DAPSHDMI-1. 
 
The unit will come on automatically upon applying power. Install HDMI cables in 
the numerical order as indicated on the DAPSHDMI-1 labeling. 

Power 

This is a 28VDC device that requires 2 Amps of power to operate. 
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HDMI Cable and Connectors  

We recommend the use of specialized cable from ECS which is designed to 
deliver HDMI content in an aircraft installation. The cable is ordered per part 
number: 600-19786-XXX, where XXX is the length in inches. ECS will pre-
terminate the cables. They can be contacted at 800-327-9473 or 414-421-5300. 

In order to prevent the HDMI cables from being disconnected when installed, it is 
possible to secure them to the unit using cable tie wraps. Insert ıò x 7/8ò hex 
standoffs (p/n 93505A435) into the appropriate holes where necessary. Screw 
one or two tie wraps (p/n 7295K1) to each jackscrew with 4-40x5/8ò pan head 
screws (p/n 91771A112). Tie the tie wraps around the HDMI cables so that the 
connectors are secure. Note: (5) Standoffs, (5) screws, and (15) cable tie 
wraps are included with each unit. 

 

 

 



4  

Revision B, June 2008 

Video Wiring Suggestions  

All shields should be grounded to the connector at the source, and floating at the 
display. 

Avoid routing video wiring parallel to: 

 AC wiring 

 Strobe wiring 

 DC motor supply cables 

 Inverter cabling 

 Or any other potential noise source. 

Power and Ground Wiring  

22 AWG wire is recommended for Power and Ground applications. 
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Pinout for DB -9 

Part Numbers for DB-9 connector, manufactured by Tyco or Amp. 

D-sub, 9 contact receptacle (female)   P/N 205203-1 

9F pins       P/N M39029/63-368 

Wiring Diagram  

 

 

Pin 
Number  

Description  

1 28VDC In ð Power 

2 28VDC In ð Ground  

3 N/C  

4 28VDC In ð Power 

5 28VDC In ð Ground  

6 N/C  

7 N/C  

8 N/C  

9 N/C  
 


